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CHAPTER 14. MONUMENTATION AND DRAFTING STANDARDS

1401. MONUMENTATION

1401.1 Standards

The developer shall monument all new streets and subdivision in accordance with the
standards shown in this code.

1401.2 Certification

The City Council shall not accept new street construction or other public improvements until
the developer causes to be installed all required monuments and ties and certified as to same
on the final plat by a surveyor.

1401.3 Texas Plane Coordinate System

The developer shall reference all monuments to the Texas Plane Coordinate System unless
otherwise approved by the City Engineer.

1402. DRAFTING STANDARDS

The developer shall use the drafting standards shown in Figure 14-1 in all plats and plans
submitted to the City Engineer.

1403. MONUMENTATION REQUIREMENTS

1403.1 General

(1) All monumentation shall be labeled as "found" or "set".

(2) All monuments should be tagged with the surveyor's number on a brass tag set into top
of monument.

(3) The maximum distance between monuments on any property line shall be 700 feet.

(4) Contact the City Engineer for prior approval of all deviations.

1403.2 Subdivision boundary monuments

(1) Either a two inch (2") brass cap or a two inch (2") permanent cap with metal detector
capability, is required at all subdivision boundary corners.

(2) Exterior subdivisions monuments shall be set before the final plats are approved by the
City Engineer.
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(3) Monuments shall be left exposed for field inspection by the City Engineer.

(4) Monuments shall be set at any change in the line of the survey.

1403.3 Lot corners

Lot corners shall be monumented with minimum 1/2" X 18" iron rods.
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